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	ARRA Construction Concerns Checklist
	Arrive:_____________

	
	
	Leave: _____________


	Inspection Date:
	
	
	Field Visit by:
	

	Report Revision Date:
	
	
	Contract ID:
	

	State Project Number:
	
	
	Federal Project Number:
	

	Route/Project Name:
	
	
	Region/County:
	

	Project Description:
	

	Person Met Onsite:
	


	Notice to Proceed Date: 
	
	
	Original Award Amount ($):
	

	Start of Work Date:
	
	
	Current Contract Amount ($):
	

	Paid to Date ($):
	
	
	Last Payment Amount ($):
	

	Paid to Date (%):
	
	
	Last Payment Date:
	


	Contract Type:
	

	Original Time Limit:
	
	
	Current Time Charges:
	

	Current Time Limit:
	
	
	Percent Time Elapsed:
	

	DBE Goal ($):
	
	
	DBE Goal (%):
	

	DBE Actual ($):
	 MERGEFIELD DBE_Actual_ 
	
	DBE Actual (%):
	


RS = Recommendation Suggested

NRE = No Recommendations Emerged

N/A = Not Applicable

	Current Work in Progress

	 MERGEFIELD Current_Work_in_Progress 


	Safety and Security
	RS
	NRE
	N/A

	a) Fall protection and proper condition of foot bridges and handrails   MERGEFIELD Safety_a 
	
	
	

	b) Personal protective equipment (PPE)   MERGEFIELD Safety_b 
	
	
	

	c) Are materials and equipment properly stored and secured?   MERGEFIELD Safety_c 
	
	
	


	Contract Documentation and Notices
	RS
	NRE
	N/A

	a) DBE: Is a signed copy of the Good Faith Waiver onsite if DBE goal is not met? 
	
	
	

	b) Project personnel – experience and coverage   MERGEFIELD Contract_b 
	
	
	

	c) Equal Employment Opportunity (EEO) Compliancy Job Board   MERGEFIELD Contract_c 
	
	
	

	i) All documents should be present, legible and protected   MERGEFIELD Contract_ci 
	
	
	

	ii) Contractor’s current year EEO policy with signature and date   MERGEFIELD Contract_cii 
	
	
	

	iii) Whistleblower Clause   MERGEFIELD Contract_ciii 
	
	
	

	d) Emergency contacts to be legible and posted in a readily noticeable and plain-view location near the field office. 
	
	
	

	e) Change Orders or potential for additional work  
	
	
	

	f) Contactor meeting their submitted schedule and milestone dates, i.e. paving or pouring dates   MERGEFIELD Contract_f 
	
	
	

	g) Material Certifications, Bill of Lading   MERGEFIELD Contract_g 
	
	
	


	Materials
	RS
	NRE
	N/A

	a) “Buy America” clause: Materials that are permanently incorporated into the work must comply. 
	
	
	

	b) Is there a copy of the project specials onsite?   MERGEFIELD Materials_b 
	
	
	

	c) Are project personnel aware of QC & QV requirements?   MERGEFIELD Materials_c 
	
	
	

	d) Project Leader recording trucking and workforce in the project daily diary?   MERGEFIELD Materials_d 
	
	
	





	Inspection
	RS
	NRE
	N/A

	a) Traffic control   MERGEFIELD Inspection_a 
	
	
	

	i) Construction Barricades, Signs and Drums:   MERGEFIELD Inspection_ai 
	
	
	

	(1) Proper location and placement relative to the work zone (Barricade staggering)   MERGEFIELD Inspection_ai1 
	
	
	

	(2) Proper base/post type and installation; no signs on drums   MERGEFIELD Inspection_ai2 
	
	
	

	(3) Devices with noticeable fading, cracking or missing pieces from the work should be replaced; devices should be cleaned as necessary. 
	
	
	

	(4) Signs need to be unobstructed such as by vegetation or any other object  MERGEFIELD Inspection_ai4 
	
	
	

	(5) Correct orientation of chevrons   MERGEFIELD Inspection_ai5 
	
	
	

	(6) No hanging sandbags   MERGEFIELD Inspection_ai6 
	
	
	

	ii) Concrete Barrier Temporary Precast (CBTP) [603.3.3 spec]   MERGEFIELD Inspection_aii 
	
	
	

	(1) Installation should follow standard detail/spec and allow proper deflection distance behind CBTP   MERGEFIELD Inspection_aii1 
	
	
	

	(2) Installation should not be used in a configuration that has not been crash tested/  (Example: anchored 10-foot sections to the bridge deck)   MERGEFIELD Inspection_aii2 
	
	
	

	(3) Connections should be secured (pinned) properly and connections should be undamaged   MERGEFIELD Inspection_aii3 
	
	
	

	(4) Sections need to be free of through cracks and major chips   MERGEFIELD Inspection_aii4 
	
	
	

	(5) End tapers are recommended to be extended to the roadway shoulder or beyond where applicable   MERGEFIELD Inspection_aii5 
	
	
	

	(6) Reflectors need to be mounted on the traffic side of the CTB and visible from both directions of traffic  
	
	
	

	iii) Temporary Crash Cushions   MERGEFIELD Inspection_aiii 
	
	
	

	(1) Proper position and installation   MERGEFIELD Inspection_aiii1 
	
	
	

	(a) Bolted to the pavement   MERGEFIELD Inspection_aiii1a 
	
	
	

	(b) Correct number of bays and proper orientation of cushions   MERGEFIELD Inspection_aiii1b 
	
	
	

	iv) Use truck mounted attenuators if the pay item is in the contract.   MERGEFIELD Inspection_aiv 
	
	
	

	v) Traffic inspection diary/log    MERGEFIELD Inspection_av 
	
	
	

	b) Environmental   MERGEFIELD Inspection_b 
	
	
	

	i) ECIP on file and being adhered to   MERGEFIELD Inspection_bi 
	
	
	

	ii) Turbidity Barrier   MERGEFIELD Inspection_bii 
	
	
	

	(1) Appropriate placement and coverage   MERGEFIELD Inspection_bii1 
	
	
	

	(2) Continuity and adequate repairs    MERGEFIELD Inspection_bii2 
	
	
	

	(3) Capacity and overflow concerns   MERGEFIELD Inspection_bii3 
	
	
	

	iii) Inlet Protection & Silt Fence
	
	
	

	(1) Appropriate placement and coverage   MERGEFIELD Inspection_biii1 
	
	
	

	(2) Continuity and adequate repairs   MERGEFIELD Inspection_biii2 
	
	
	

	(3) Recommended placement around all areas of soil disturbance and all topsoil stockpiles  MERGEFIELD Inspection_biii3 
	
	
	

	iv) Wetlands and waterways   MERGEFIELD Inspection_biv 
	
	
	

	(1) Protection from contamination: i.e. concrete saw cutting spoils, demolished concrete and rebar, soil runoff, and other construction debris  MERGEFIELD Inspection_biv1 
	
	
	

	(2) Are wetlands properly delineated, marked on the plans, and adhered to?   MERGEFIELD Inspection_biv2 
	
	
	

	(3) Are environmental concerns noted in the specials and are they being followed?   MERGEFIELD Inspection_biv3 
	
	
	

	c) Epoxy Coated Rebar   MERGEFIELD Inspection_c 
	
	
	

	i) Appropriate storage location and “bunking/cribbing”   MERGEFIELD Inspection_ci 
	
	
	

	ii) Protect from theft, vandalism, accidental damage and UV exposure.   MERGEFIELD Inspection_cii 
	
	
	


   _____________________________________
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	ARRA Construction Concerns Reference Sheet


	Contract Documentation and Notices

	c) An EEO binder may be used in addition to a traditional EEO Job Board (binder cannot stand alone). If a binder is present, indication on the board or a sign should show where it is located.

	d) Emergency contacts shall be legible (have local numbers if available along with 911) and posted in a readily noticeable and plain-view location near the field office and/or onsite (have outside the field office).  Blaze orange or bright red backing with large text was recommended by FHWA.

	g) Project personnel should not enter a pay item into Field Manager that does not have accompanying certifications received from the contractor; Project personnel should verify as soon as received.


	Materials

	a) “Buy America” clause: Example: Rebar for a permanent abutment cannot be coated in Canada; Temporary sheeting may be processed in China as long as it’s removed before final acceptance (not permanent).

	d) Trucking from the plant to the project needs to be reported.  Trucking from the quarry to the plant depends on the length and operation for reporting requirements.  The trucking certifications are a record of the responsible parties.  Guideline: The trucking should be reported if the material is covered for transport.  

See - http://dotnet/dtid-bees/labor-compliance/trucking-chart-en.pdf 


	Inspection

	a) i)  3)  Devices shall be cleaned when dirty per spec. 643.2.1(1)1, p.502

	ii. CBTP 12.5 foot sections are recommended by FHWA (10 foot sections are not recommended)

	(1) End tapers are recommended to be extended to the roadway shoulder or beyond where applicable [FDM 11‑50-35]

	v) Traffic inspection diary/log [spec 243.3.2   pg. 503]

a) Log should be kept up to date

b) Any night time inspections should be noted

	b) Environmental [CMM 6.4.5.7]

	ii. (4)  ECIP on file and being adhered to [spec 107.20]

	c) UV protection is required on “epoxy coated bars exposed to sunlight for more than 2 months.” [spec 505.3.1 p.272]

	a) iii)  1) c)  TBD if cushion is required to be attached to an adjacent barrier; currently not required


	General Notes

	a) FHWA is out inspecting to ensure that WisDOT construction activities are adhering to WisDOT specifications and standard details

	b) FHWA recommends that WisDOT personnel/consultants on the project talk with the contractor as the contractor can be a resource for, but not limited to, construction capabilities and efficiency








